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Technical Data Sheet

Portable Air Compressor

185CFM at 100 PSIG-87 L/S at 7 BAR

SPECIFICATIONS, WEIGHTS AND DIMENSIONS —SULLAIR 185 PORTABLE COMPRESSOR
Delivery ~ Rated  Pressure  Designated Weight™*  Weight**  Length Length Width Height ~ Track Tire Size
@Rated  Pressore  Range  Model (wef) (dry) (drawbar)  (canopy) Width  (load range)
Pressure  psig psig Ibs Ibs in in in in in
bar bar kg kg mm mm mm mm mm
185 acm 100 80-125  2-Wheel 2130 1990 130.8 69.5 59.2 538 509 ST175/80D13
87L/s 7 5.5-8.5 966 903 3322 1765 1504 1368 1294
5.2 m/min Less 1885 1745 - 695 409 47 - -
Running Gear 855 192 - 1765 1040 1060 - -
Engine Engine Engine Displacement Cylinders Bore and Stroke Rated Speed Rated Power
Make Type Model win in rpm hp
( mm kW
CAT Diesel 2.2 134 4 3.30 X 3.94 2800 61
2196 84 X100 45.5
John Deere Diesel 40241 149 4 3.39X4.13 2800 60
2442 86 X105 447
Deutz Diesel 1D 200914 140 4 3.54X3.54 2800 67
, 2294 90X 90 50
Capacity per CAGI/PNEUROP PN2CPTC3.
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