Input Type: Branch Devices: Protection:
5 x Powerlock (Australia) 5 x Powerlock (Australia) looped
1 x Main breaker max. 400A 4pol 1xCEE 125A 400V 5P 1xMCCB 125A "C" 4P+shunt
3XLED 1xadjustable and key switchable RCD
1xdigital Multimeter 4xCEE 63A 400A 5P 4xMCB 63A "C" 4P+shunt
4xanalog meters 4xadjustable and key switchable RCD
1x Earth Screw M12 2x Australian 50A/5P Clipsal 2xMCB 50A "C" 4P+shunt
2xadjustable and key switchable RCD
Neons for each socket outlet. 3x Australian 50A/5P Clipsal 3xMCB 50A "C" 4P
3x RCD 63A 30mA 4P

6x15A 230V 3P AUS standard

6xRCBO 16A "C" 30mA 2P

Dimensions: |Rating: lloptions:
Lenght: 610,00 mm |Rated Voltage: 230/400 V ~ [
Height:  1150,00 mm |Rated Current: 400A / 50/Hz [
Width: 610,00 mm |Protection: 1P44 |
|RDF: 0,39 |
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- INDU-ELECTRIC Gerber GmbH Date:

13.06.2023 Type 59

Am Henselsgraben 8
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Date:
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Internet: www.indu-electric.de

INDU-ELECTRIC E-mail: info@indu-electric.com
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